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GLASS-X AVANTI SPECS

Overall Size: 2800mm L x 2100mm W x 765mm Height above ground.
Water Size: 2400mm L x 1700mm W x 950mm Water depth.
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Must be installed by a certified Pool Builder or landscaper or licensed builder.
•Certification obtained (if required).
•Pool fencing meets compliance and safety standards. AS1926.1
•Foundation works built to Australian Building Code AS2870

SPA FOUNDATION SLAB

SITE & CONSTRUCTION REQUIREMENTS
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FILTER BOX PLACEMENT & SLAB
The filter is installed separately from the spa, similar to a pool filter, recommended distance within 3-4m if 
possible. Insulation of pipes is recommended. 
It is delivered pre-assembled and plumbed and ready for installation.
Below are three different filter layouts and 2 different filter slab sizes. 
1200 watt Blower is separate to the filter box and is to be wall mounted above spa water height.

ELECTRICAL REQUIREMENTS:
32 Amp Hardwired into SV3- HV Controller 32 Amp Hardwired into SV3- HV Controller 
Double 10amp power point for the light and one spare
SV -12 Kw Heatpump plugs directly into SV3 Controller 
Note - Power entry is on cartridge filter side at the top of the box.
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Pipes running between filter & Spa to be supplied & fitted by builder or client

Blower
location
on wall
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